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SeriesNP
Plate Cylinder/Double Acting : Single Rod Non-Rotate

Bore Size(mm) : Ø50, Ø63

NP D B50-100

1 2 8 9

W2P

7

X104

103 4
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●COMPACT DESIGN

● INTERNAL ADJUSTABLE AIR CUSHIONS

● INTERNAL MULTIPLE MOUNTING LOCATIONS

●COIL SCRAPER AVAILABLE

●MICRO-SIZED AUTO SWITCHES

●ALLOWS MULTIPLE CYLINDERS TO BE

MOUNTED SIDE BY SIDE

1⃞New Plate Cylinder

2⃞Magnet
Blank : None

D   : Built-in Magnet

3⃞ Inner Diameter of Tube - Stroles
50 : 5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 75,

100, 125, 150

63 : 5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 75, 

100, 125, 150, 200

4⃞Mounting
Blank : None

B   : Y Knuckle (Rod’s Bolt)

+ Head Cover Detachable Clevis

C   : Y Knuckle (Rod’s Bolt)

E   : Detacable Clevis for Head Part

HB : Y Knuckle(18mm Rod’s Bolt)

+Head Cover 2 Clevis

5⃞Mounting Locations
V : Standard (Side)

H : Axial (Back)

6⃞Rod-Top Types
Blank :Rod-top Nut

M  : Rod-top Bolt

7⃞Auto Switch
Blank : None

W2P : Magnetic reed switch with 5 meter leads

8⃞Lead Wire
Blank : 0.5m (only for micro switches)

L   : 3m

Z   : 5m (only for W2P switches)

9⃞Number of Auto Switches
Blank : 2 pcs

S   : 1 pc

N   : N pcs

[10]Coil Scraper
Blank : None

X104 : Coil Scraper Included

How to Order

PAT
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SeriesADR
Double Rod Cylinder

Bore Size(mm) : Ø10, Ø16, Ø20, Ø25

●HIGH LATERAL LOAD CAPABILITY

● ADJUSTABLE STROKE IS AVAILABLE

● A THIN AND COMPACT DOUBLE ROD

CYLINDER

●BALL BUSHING OPTION

● AUTO SWITCH READY

● NON-LUBE TYPE STANDARD

Symbol

How to Order

ADR M 10    30
1 52 3 4 6

W1H

1⃞Double Rod Cylinder
(Built-in magnet : standard)

2⃞ Type of Bearing
M : Slide bearing type

L : Ball bushing bearing type

3⃞Bore Size
10 : 10mm

16 : 16mm

20 : 20mm

25 : 25mm

4⃞Stroke(mm)
Ø10 : 10, 15, 20, 25, 30,40, 50

Ø16 : 10, 15, 20, 25, 30, 35, 40, 

45, 50, 60, 70, 80, 90, 100

Ø20 : 10, 15, 20, 25, 30, 35, 40, 

45, 50, 60, 70, 80, 90, 100

Ø25 : 10, 15, 20, 25, 30, 35, 40, 

45, 50, 55, 60, 65, 70, 75, 80, 100

5⃞Auto Switch
Blank :None

W1H : Solid State Switch(DC24V)

W13 : Reed Switch(AC110V,DC24V)

※Standard Auto Switch lead wire length is

1m, 3m leads available on all models by

adding a “L”suffix to the part number.

Example W1H →W1HL

6⃞Number of Auto Switches
Blank : 2 pcs

S : 1 pc

N : N pcs

S
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SeriesNDM
Direct Mount Cylinder/Standard Type: Double Acting Single Rod

Bore Size(mm) : Ø10, Ø16, Ø20, Ø25

3

●COMPACT DESIGN SAVES SPACE

●MULTIPLE MOUNTING OPTIONS

●AUTO SWITCH TYPE AVAILABLE

●NON LUBRICATED SERVICE STANDARD

Symbol

Double acting

How to Order

NDM

1 4 6 7

1⃞Direct Mount Cylinder
※Standard type

Built-in Magnet & Rubber Cushion

2⃞ Blank : Without Magnet

D : Built-in Magnet

3⃞Bore size(mm)
10 : Ø10

16 : Ø16

20 :Ø20

25 :Ø25

4⃞Stroke(mm)
Ø10, 16 : 5, 10, 15, 20, 25, 25, 30

Ø20, 25 : 5, 10, 15, 20, 25, 25, 30, 40, 50

5⃞Action
D :Double acting

6⃞Auto Switch
Blank :None

W8H(V) : Reed Switch - 2 wire

(DC24V, AC110V)

W9H(V) : Solid State Switch - 3 wire

(DC24V)

※ Standard Auto Switch lead wire length is 1m.

3m leads available on all models by

adding a “L”suffix to the part number.

Example)W1H → W1HL

7⃞Number of Auto Switches
Blank : 2 pcs

S : 1 pc

N : N pcs

D16

2

D

5

20 W8H



582

SeriesASL
Slide Cylinder

Bore Size(mm) : Ø12, Ø16, Ø20, Ø25, Ø32

3

How to order

1

12
4

50
6

W8H
2

1⃞Slide Cylinder
(Built in Magnet)

2⃞Mounting
T : TUBE mounting

P : PLATE mounting

3⃞Bore Size
12 : 12mm

16 : 16mm

20 : 20mm

25 : 25mm

32 : 32mm

4⃞Stroke
Ø12 : 25, 50, 75

Ø16 : 25, 50, 75, 100

Ø20 : 25, 50, 75, 100

Ø25 : 25, 50, 75, 100, 125

Ø32 : 25, 50, 75, 100, 125, 150

5⃞Cushion
Blank : Stopper 2EA

B : Shock Absorber 2EA

BS : Shock Absorber 1EA(Built in magnet)

6⃞Auto Switch
Blank : None

W8H : Reed Auto Switch(Horizontal)

W9H : Solid State Auto Switch(Horizontal)

W8V : Reed Auto Switch(Vertical)

W9V : Solid State Auto Switch(Vertical)

7⃞Number of Auto Switches
Blank : 2 pcs

S : 1 pc

N : N pcs

TASL
5

B
7

Specifications

Max. Movable Weight / Non-rotating Accurancy

Model

Cylinder (mm)

Rod (mm)

Standard Stoke (mm)

Theoretical Force (kgf)

Port Size

Weight (kgf)

Fluid

Operating Pressure

Lubrication

Temperature·℃(。F)

Speed (mm/sec)

Action

Switch
AUTO Switch

ASL12

2×12

6

25, 50, 75

1.69×P

M5

0.14 +
0.002×S.T

0.2 ~ 0.9

0.1 ~ 0.5

공기

1.5 ~ 10.2

불필요

5 ~ 60

50 ~ 300

복동

W8H, W9H
W8V, W9V

ASL16

2×16

10

25, 50, 75, 100

3.02×P

M5

0.23 +
0.0035×S.T

0.3 ~ 2.5

0.1 ~ 0.8

공기

1.5 ~ 10.2

불필요

5 ~ 60

50 ~ 300

복동

W8H, W9H
W8V, W9V

ASL20

2×20

12

25, 50, 75, 100

4.71×P

M5

0.5 +
0.0045×S.T

0.4 ~ 4.5

0.2 ~ 1.4

공기

1.5 ~ 10.2

불필요

5 ~ 60

50 ~ 300

복동

W8H, W9H
W8V, W9V

Air

0.15 ~ 1.0MPa(21~145psi)

None(Non-Lube)

5 ~ 60(41~140)

50 ~ 300

Double Acting

W8H, W9H
W8V, W9V

ASL25

2×25

14

25, 50, 75,
100, 125

7.56×P

PT 1/8

0.7 +
0.007×S.T

0.4 ~ 6.6

0.2 ~ 1.8

공기

1.5 ~ 10.2

불필요

5 ~ 60

50 ~ 300

복동

W8H, W9H
W8V, W9V

ASL32

2×32

16

25, 50, 75,
100, 125, 150

18.84×P

PT 1/8

1.24 +
0.01×S.T

0.8 ~ 11.2

0.3 ~ 4.1

공기

1.5 ~ 10.2

불필요

5 ~ 60

50 ~ 300

복동

W8H, W9H
W8V, W9V

Max. Holing
Force(kgf)

TUBE

PLATE

Model

※ Place the center of gravity of the load and center of the slide unit close during operation.

ASL12

1kg

±0.1。

ASL16

4kg

±0.04。

ASL20

5kg

±0.04。

ASL25

6kg

±0.02。

ASL32

10kg

±0.01。

Max. Movable Weight

Non-rotating accurancy

•ENSURE HIGH POSITIONAL ACCURACY

•AUTO SWITCH CAN BE INSTALLED

•COMPACT TYPE

•SMOOTH OPERATION AND HIGH THRUST

•MOUNTABLE BY THE HOUSING OR THE PLATE

Symbol


